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ITEM DESCRIPTIONS & SPECIFICATIONS QTY REMARK

②

①

③

④

Cable

Connector

External Mold Outer Mould 45P PVC, BLACK

OTHERWISE STATED

TOLERANCES UNLESS

 .XX   = ± 0.1

 .X    = ± 0.2

X.     = ± 1

Remark:

USB A Male, Nickle-Plated

28+24 USB Cable OD:4.5mm

28+24 (7/.012BC+HDPE)*1P + (7/0.20BC

+PVC)*2C+7/0.12CCS+64/0.12ALB

+OD4.5PVC BLACK

A)Conductor 7/0.12BC

B)Insulation HDPE 0.9mm(White/Green)

E)Al Foil

F)Drain wire 7/0.12CCS

G)Braiding: 64/0.12AL

J)Jacket OD:4.5±0.15mm BLACK

28+24AWG USB Cable Spec.

C)Conductor 7/0.20BC

D)Insulation PVC 1.1mm(Red/Black)

USB A/M

USB B/M

CONNECTION

1

2

3

4

Red

White

Green

Black

Shell

D.w

1

2

3

4

Shell

⑤

Connector

External Mold
Outer Mould 45P PVC, BLACK

USB B Male, Nickle-Plated

1PC

1PC

1PC

1PC

1.100% Open/Short Test

2.Conductive Resistance:10ohms MAX

3.Insulation Resistance:5M ohm MIN.

4.The product is Reach/RoHS compliant.

Length(m)Item NO.

EW9620 1.8m

P1

USB 2.0 A Male

Length

4

5

P2

USB 2.0 B male

#1

#4

#2
#3

Cable Printing(White):        USB 2.0 SHIELDED 28#2C+24#2C

  E352563          AWM  20276  80°C 30V VW-1

EW9621 3.0m

EW9626 5.0m

EW9625 1.0m

AC3030 1.0m

AC3045 5.0m

AC3032 1.8m

AC3033 3.0m 
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Remarks:

1. ELECTRICAL

1.1. THE VOLOAGE&CURRENT,RATE:

       30V AC,  1.0A MAX;

1.2. WITHSTANDING VOLTAGE:

       250V AC/ 1minute,  leak current0.5mA Max;

1.3.  CONTACT RESISIANCE:

       30mΩ  Max AT 100mA;

1.4. INSULATE RESISIANCE

       100MΩ Min AT 20°C;

2.  MECHANICAL：

2.1. MATING FORCE:3.57kgf;

2.2. UNMATING FORCE:1.02kgf;

2.3. LIPE TEST:10000 cyc Ies min;

    200cyc Ies/hour;

3. SALT SPRAY TEST TIME: 24H Mib;

4. THE DIMENSINS MARKED "▼ "SHALL BE CHECKED.

4.50±0.15

25.10±0.15

17.00±0.15

29.50±0.20

1
2
.
0
0
±
0
.
1
5
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