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C6 U/UTP(W/O Cross) 24AWGx4P PVC CMX 
RAL9011 7/0.196,RJ45 PLUG TO RJ45 PLUG

YFWC-S210059

1

NONE

XHJ

2

Part NumberCable Spec NO. Note
RoHS 2.0 Reach HFGP Other

--
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  /

A/R

TITLE DESCRIPTION

55P PVC  RAL9011

C6 U/UTP (W/O Cross) 24AWGx4P PVC CMX  RAL9011 OD:5.8±0.3mm

3 Plug

A/R

 RJ45 8P8C 50u"  unshielded 

P1(T568B) P2(T568B) WIRE
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PIN OUT
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BLUE

 WHITE/GREEN

ORANGE

 WHITE/ORANGE

 WHITE/BLUE

GREEN

 WHITE/BROWN

 BROWN

ACT

<FP2150>
MARKING: CE 17 ACT Cat.6 U/UTP 4X2XAWG24/7 CU PVC ANSI/TIA-568.2-D

ISO/IEC 11801 CLASS E EN 50288-6-2  IEC 60332-1-2 ▲ 24AWGX4P
TYPE CMX(UL) E477294-01 
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Item Color RAL NO.(similar to) Length(mm)

AC4000 BLACK   RAL9011 900±20

LENGTH

 CONDUCTOR:[24AWG STR BC 7/0.196±0.008]X4P

 JACKET:PVC CMX  RAL9011 OD:5.8±0.3mm

 INSULATION:[HDPE]X4P

A-A

AC4002

AC4005

AC4010

AC4015

BLACK

BLACK

BLACK

BLACK

  RAL9011

  RAL9011

  RAL9011

  RAL9011

2000±20

5000±30

10000+60
-30

15000+70
-30

1. Channel Test

2. Insulation Resistance:DC/250V,10 MΩ Min. For 0.01s
3. Hi-pot test:AC/250V 5mA Max. For 0.01s.

4. Minimum bending radius：8xOD（Outer diameter）

5. Max operating temperature:-20℃~6 0℃
6. Maximum supported POE rating: POE+

DC216690
機構部門、完整姓名、日期


