
SF-81 SF-82 WIRE
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Insulation OD:2.4±0.2 mm

Jacket  OD:6.8±0.3 mm

Conductor 0.75mm2x3C(At 20℃,Max resistance 26Ω/km)
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 WIRE MARKING:
(Hollow)
NO.930REMARKS: 

1.POLARIZATION  AND  CONTINUITY  TEST
2.DVW  TEST:2000VAC,1S
3.PLUG(SF-81) MOLDING PVC  RATED POWER:250V 10A
4.CONNECTOR (SF-82) MOLDING PVC   RATED POWER:250V 10A
5.WIRE: H05VV-F 3G 0.75mm²x3C  RATED VOLTAGE:300V/500V
6.CE LOGO SIZE: 5.0mm

H05VV-F 3G 0.75mm²x3C SF-81 TO SF-82  CABLE ASS'Y 

MOLDING:
SF-81
SF-82

KEMA-KEUR H05VV-F 3x0.75mm²  300/500V ORDINARY DUTY NSW28976 

The cross-sectional area is a nominal value, which 
is not the judgment value of the conductor. The 
conductor finally determines whether it meets the 
standard by the resistance value.

A/1 LQF2023.08.19 Changes in printing of  European standard products
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A/2 LQF2024.01.31 Add customer part number: AK5243

WD140899
機構部門、完整姓名、日期

WA040001
機構部門、完整姓名、日期



Customer
Item NO. Color RAL NO.

(similar to)
SF-81(C14)

Bracket Color
Length
(mm)

AK5029 Black RAL9005 Black 600±15

AK5030 Black Black 1800±30

AK5104 Red  RAL3020 Black 600±15

AK5105 Red Black 1200±30

AK5106 Red Black 1800±30

AK5108 Blue RAL5012 Black 600±15

AK5109 Blue Black 1200±30

AK5110 Blue Black 1800±30

AK5112 Green RAL6018 Black 600±15

AK5113 Green Black 1200±30

AK5114 Green Black 1800±30

AK5116 Yellow RAL1018 Black 600±15

AK5117 Yellow Black 1200±30

AK5118 Yellow Black 1800±30

AK5120 Black Black 1200±30

AK5164 Black Black 300±15

AK5165 Black Black 900±15

RAL9005

RAL3020

RAL3020

RAL5012

RAL5012

RAL6018

RAL6018

RAL1018

RAL1018

RAL9005

RAL9005

RAL9005

AK5244 White BlackRAL9010 1200±30

AK5245 White BlackRAL9010 1800±30

AK5423 Red RAL3020 Black 300±15

AK5426 Yellow Black 300±15RAL1018

Customer
Item NO. Color

SF-81(C14)
Bracket Color

Length
(mm)

BlackAC3315 1800±30Black RAL9005
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 WIRE MARKING:
(Hollow)
NO.930

H05VV-F 3G 0.75mm²x3C SF-81 TO SF-82  CABLE ASS'Y 

MOLDING:
SF-81
SF-82

KEMA-KEUR H05VV-F 3x0.75mm²  300/500V ORDINARY DUTY NSW28976 

A/1 LQF2023.08.19 Changes in printing of  European standard products

Supl Color
NO.

OR032

GN041

BU008

BK012

OR032

OR032

OR032

BU008

BU008

GN041

GN041

YE007

YE007

YE007

YE007

BK012

BK012

BK012

BK012

WH123

WH123

Supl Color
NO.

BK012

RAL NO.
(similar to)

AK5422 White BlackRAL9010 300±15 WH123

AK5424 Blue Black 300±15RAL5012 BU008

AK5425 Green RAL6018 Black 300±15 GN041

A/2 LQF2024.01.31 Add customer part number: AK5243

AK5243 White RAL9010 Black 600±15 WH123

WD140899
機構部門、完整姓名、日期

WA040001
機構部門、完整姓名、日期




