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XYH2022.09.21 NEW

 WIRE MARKING:
(Hollow)
NO.923

REMARKS: 
1.POLARIZATION  AND  CONTINUITY  TEST
2.DVW  TEST:2000VAC,1S
3.PLUG(SF-01) MOLDING PVC  RATED POWER:250V 2.5A
4.CONNECTOR (SF-85A) MOLDING PVC   RATED POWER:250V 2.5A
5.WIRE: H03VVH2-F 0.75mm²x2C  RATED VOLTAGE:300V/300V
6.CE LOGO SIZE: 5.0mm

H03VVH2-F 0.75mm²x2C SF-01 TO SF-85A CABLE ASS'Y 
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Jacket OD:(3.5×5.6)±0.4mm

Insulation OD:2.2±0.2mm

Conductor 0.75mm²×2C(At 20℃,Max resistance 26Ω/km)
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A/12022.10.08 Add Part Number XYH

A/22023.05.16 Changes in printing of  European standard products LQF

E
U
R

E
M
A

K

E
U
R

E
M
A

K

The cross-sectional area is a nominal value, which is 
not the judgment value of the conductor. The conductor 
finally determines whether it meets the standard by the 
resistance value.

KEMA-KEUR H03VVH2-F 2x0.75mm²  300/300V LIGHT DUTY NSW28976 

AK5240 , AK5241

WD110706
機構部門、完整姓名、日期

WA040001
機構部門、完整姓名、日期




