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Description 1 Description 2 ——
1"(25.0 —]
R _ . 250
J Fiber Optical Patch Cord -
LC/APC to LC/APC Duplex Singlemode 9/125,082 S pe cification:
Kymmuoooox 1. LC Connector : LC/APC Singlemode
Model: xxxx-xxxxxx - : :
ode Ferrule Housing Clip Boot Cap
lIC-code; xxxxx “Ill”"l" ” ‘llll“" s SM APC__[Zi ronia(#1.25mm)|Green(PC)Green(PP)White /Green(TPE)White(PE) B
Te] .
PO,/NO) SO OO X XXX X NS 2. 2—1.Cable Type : Zipcord
N Category Jacket 0.D. Jacket Material Color
Performance:(@23C)A=1310/1550+20nm ~ | | 6.657A2(9/125um) $2.0mm LSZH Yellow
Serial No Insertion Loss RetumLoss 2. 2—2.Cable Text Printing : ACT Premium Singlemode Fiber Optic Patch Cable
) 1310nm 1550nm 1310nm 1550nm 9/125um 0S2 LSZH MM/YY xxxxM
A 3. Length : xM
Ki B
c _1
CT ad I:’I ferrule befi | perfi Y o Month Performonce:
—ACT advices to clean connector ferrule before usage to get optimal performance o Year; mm: on . .
—Always leave the dust caps on if the cable isn't installed ixxx: Serial Number ‘;' ISsterhonL Loss jAPSCW])gégmgge Average<0.10 dB, Max.<0.2 dB.
. eturn 0Sss ¢
PreparedBy: __ac Date : c. Insertion Loss will be Increased after 500 mating: 0.2 dB Max
d. Operating Temperature : —20°C to +70°C C
e . f. Storage Temperature : —40°C to +80°C
ITEM DESCRIPTION LENGTH
RL2600 LC/APC-LC/APC 9/125 QOS2 0.5m
RL2601 LC/APC-LC/APC 9/125 QOS2 1.0m _
RL2651 LC/APC-LC/APC 9/125 QOS2 1.5m
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