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Specification
Material :
1. RJ45 Jock Housing : ABS+PC, UL 94V-0, Block color.
2. RJ45 Jack Brocket Set : PC, UL 94V-2, Transparent color.
3. RJ45 Jock Contoct : |
3-1. Matericl ; Phosphor Bronze with Nickel plated.
J—2. Finish : 50 micro—inch Gold ploted on Plug contact orea.
4. PCB : FR4, UL 94V-0.
Performance : v o |DRAWING 121.Mav.2010] Qi
a. Insertion force : 20N max. (IEC 60603-7-4). OF DMENSIONS e s o LAy 20101 JANE
b. Retention strength : 7.7 kg belween Jock and Plug. e ahoow D
c. Operating temperature : —10°C to 60°C. (ISO/IEC 11801, ANSI/TIA/EIA 568 B.2) xx  s00 |APPROVAL [21.MAY.2010]  JAIMY
d. Life(moting cycles) : 750 cycles min. (ISQ/IEC 11801, IEC 60603-7-4). DATE MAME SD5009
e. The Cat.5e tronsmission performonce is in compliance with the _ -
ANSI/TIA/EIA 568 B.2 standard. SCALE Ir,ff (M)[ UNIT | mm  |DES.: CAT.SE UNSHIELDED KEYSTONE JACK
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Specification
Material :
1. RJ45 Jack Housing : ABS+PC, UL 94V-0.
. 2. RJ45 Jock Brocket Set ; PC, UL 94V—2, Transpaorent color. il
3. RJ45 Jock Contact :
3=1. Material : Phosphor Bronze with Nickel plated.
3—2. Finish : 50 micro—inch Gold ploted on Plug contoct area.
4, PCB : FR4, UL 84V-0,
pencrwL . |DRAWING  [22.MAY.2010| QG
Perfarmance : OF DIMENSINS
pl & Insertion force : 20N max, (IEC BOBO3—7—4). hrsseet Ll 22MAT2019]. WJANE D
b. Retention strength : 7.7 kg between Jock and Plug. Kk 4005 | APPROVAL [22 MAY.2010]  JAIMY
c. Operating temperature : =10°C to ﬁU'C. (ISO/IEC 11801, ANSI/TIAJEIL S68 B.2) DATE NAME  |sD6009
d. Life(mating cycles) : 750 cycles min. (ISO/IEC 11801, IEC BOBO3—7-4). _
e. The Cot.6 transmission performance is in compliance with the SCALE |'|.-‘“| (Mfll UNIT | mm  |DES.: CAT.6 UNSHIELDED KEYSTONE JACK
ANSI/TIA/EIA 568 B.2-1 standard. @ E_j DRAWING NO. |
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