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Electric Characters

1.Voltage rating: 30V

2.Temperature rating: 80℃

3.Spark test : AC- 500V/0.15 sec  MIN.

4.Dielectric strength : AC- 750V/1 sec MIN.

5.Insulation resistance: LD-PE: DC- 500V 100 MΩ/KM MIN. at 20℃

6.Conductor resistance: 22AWG- 55.3 Ω/KM MAX. at 25℃

 Transmission Characters  Transmission Characters  Transmission Characters  Transmission Characters 

1.Impedance : 75±5 Ω

Physical CharactersPhysical CharactersPhysical CharactersPhysical Characters

1.Requirements for green environment  protection :Accord with RoHS 2.0
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CABLE SPECIFICATION
SPEC No.:

Conductors Structure AWG AWG 22# 1/0.643

Material BARE COPPER

Twist distance mm

CABLE SPECIFICATION
RG59/U 184BC BLACK

Insulation Material LDPE

Color Natural

AVERAGE THICKNESS mm 1.554

Minimum thickness mm 1.40

O.D. mm 3.75±0.15O.D. mm 3.75±0.15

Shielding Aluminum Wide:14mm   Single sided

Braid 184±4(8/11/0.10mm+8/12/0.10mm ±0.008TA)

Jacket Material PVC

Color BLACK

AVERAGE THICKNESS mm 0 85AVERAGE THICKNESS mm 0.85

Minimum thickness mm 0.75

O.D. mm 6.0±0.15mm

Electric Impedance Ω 75±5 

Voltage rating V 30

I l i i ( 70 ℃) MΩ k ≥5Insulation resistance (at 70 ℃) MΩ. km ≥5

Conductor resistance (at 20 ℃) Ω. km ≤5

Inking RG-59/U COAXIAL CABLE---M
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